OPERATION & CARE

The Powder Press makes pressing cosmetic powders easy and faster than hand pressing, with 1/2 ton of pressure! The Powder Press is self-explanatory, but here is the detailed low-down.

FOLLOW RECOMMENDED PRECAUTIONS AND SAFE OPERATING PRACTICES
The Powder Press assumes no responsibility for injury, damage, accidents, or misuse, and shall in no event be liable for death or injuries to persons or property, arising from the use of our product.

ADJUSTMENTS

1. Determine if you will need a moderate or large amount of leverage for the powder you are working with.

2. Loosen the LOCK PIN or RED KNOB depending on the version you have (#9) by turning it. This will allow you to adjust the length of the LEVER (#13).

3. Adjust the length of the LEVER to suit your needs. If a large amount of leverage is needed, lock the LEVER in the extended position. If a moderate amount of leverage is needed, position the LEVER in the middle of the Gear (#12).

4. Turn the LOCK PIN or KNOB (#9) to secure the LEVER Assembly and tighten the Lever Arm.

5. The 4 Adjustment Bolts (#2 & #3) can be used to increase or decrease the pressure against the Ram, to avoid it from jiggling. Overtightening can cause the Ram to not be able to move, however.

6. As you work with The Powder Press you will find the settings you like best for the powder you are working with, and your own personal preferences.

USING

1. Raise the RAM (#8) up by turning the LEVER (#13).

2. Place the pan with the powder you want to press onto the BASE PLATE (#6).

3. Turn the LEVER to lower the RAM (#8) until the bottom of the STOMPER (#15) makes contact with the powder.

4. Place downward pressure on the LEVER to press the powder.

5. Raise the RAM with the Lever then remove the pan with the now pressed powder. Done!

CARE

1. Clean the smooth underside of the STOMPER (#15) and the white BASE PLATE (#6) with a baby wipe or similar mild cleaner and a paper towel or soft cloth between clay colors. Do not use an abrasive cleansers or scrubby!

2. Use a soft damp cloth to clean the BODY (#1) of your Powder Press when needed, then dry thoroughly with a soft dry towel.

3. There is protective oil on the RAM and GEAR parts to keep things moving smoothly - do not clean that oil off.

4. Occasionally squirt some oil such as WD-40 into the RAM well and GEAR opening to keep it moving smoothly.

5. Do not submerge in water - the cast iron body could rust.

HELP

text/call Debra Ann 323.640.0003
email: support@thepowderpress.com

www.thepowderPress.com

share the love on social media

@thepowderPress

Copyright (c) 2016 ThePowderPress.com - All rights reserved